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Jockey Pump Controller
Full voltage across the line starter
Micro Processor Based (Patent Pending)

The model JP jockey pump controllers 
are specifically designed to control jockey 
pumps in order to maintain the desired 
water pressure in fire pump serviced 
systems. A jockey pump installation 
prevents unnecessary starting of the fire 
pump due to small leaks. 

Individual models are specific to the voltage available on 
site:
	 •	 JP1:	 120 V / single phase / 60Hz
	 •	 JP2:	 220–240 V / single phase / 50/60Hz
	 •	 JP3:  208 to 600 V / three phase / 50/60Hz

The standard power circuit consists of a horsepower rated 
disconnect switch, a thermo-magnetic motor protector and 
a motor contactor for across the line full voltage starting. 
Consult factory for other types of motor protection or 
starting methods available.

The automatic operation of the jockey pump is achieved 
with an electronic pressure monitoring module which 
utilizes a pressure transducer as a pressure sensing 
device. It allows the user to digitally set the start and stop 
pressure values and on or off delay timers (timers are 
optional) if required. The module continuously displays the 
system pressure and, when required, the start and stop 
pressure settings.  The system pressure reading can be 
viewed without opening the door of the controller.

 
The module also allows the user to choose the units 
of measure of the pressure reading in psi, bar, kPA, 
feet of head and meter of head.

The model JP jockey pump controllers are built in 
accrodance to the latest Underwriters Laboratories 
UL508A and C.S.A C22.2 No.14 standards. 

MAIN FEATURES:
• Easy and quick start-up and 

operation 
• NEMA 2 enclosure
• Micro-processor based logic
• System pressure indication
• Pressure transducer
• Fuseless motor protection
• Operational temperature 

limits 41˚F to 122˚F (5˚C to 
50˚C)
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