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JOCKEY PUMP CONTROLLER

Wiring schematic

MODEL : JP2

BUILT TO UL 508A & CSA C22.2 No.14 STANDARDS.
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NEMA/CSA 2 ENCLOSURE
LINE TERMINALS / ENCLOSURE SIZE
MAXIMUM MOTOR HORSEPOWER WIRE SIZE TORQUE ENCLOSURE SIZE*
200-208V 220-240V COPPER ONLY AXB
3HP 5HP #14 AWG - #8 AWG 16 LBS.IN 12"X12"
5HP N/A #12 AWG - #4 AWG 16 LBS.IN 12°X12"
10HP 15HP #4 AWG - #1/0 AWG 50 LBS.IN 16"X16"
MOTOR TERMINALS
MAXIMUM MOTOR HORSEPOWER WIRE SIZE TORQUE
200-208V 220-240V COPPER ONLY
1.5HP 2HP #18 AWG - #10 AWG 15LBS.IN
2HP 3HP #18 AWG - #8 AWG 15LBS.IN
5HP 5HP #14 AWG - #6 AWG 23 LBS.IN
10HP 10HP #10 AWG - #3 AWG 45 LBS.IN
* Dimension may change depending on options required. Consult factory for exact dimensions.
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JOCKEY PUMP CONTROLLER

OPTIONS

Wiring schematic

MODEL : JP & JPY

BUILT TO UL 508A & CSA C22.2 No.14 STANDARDS.

[ ] OPTION No. 1:

TIMER ADJUSTABLE ON IPD BOARD.
HAND OFF AUTO
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MINIMUM RUN PERIOD TIMER

(] OPTION No. 2: "RUN" GREEN PILOT LIGHT
PART REQUIRED : PL1 - GREEN PILOT LIGHT

GREEN
9 O @ O 8

[J OPTION No. 7 : "OVERLOAD, SHORT CIRCUIT"

ALARM CONTACT
PART REQUIRED : AR3 - ALARM RELAY

NOTE: (1) :Terminal on alarm relay socket

(] OPTION No. 3: "POWER ON" WHITE PILOT

LIGHT
PART REQUIRED : PL2 - WHITE PILOT LIGHT
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[] OPTION No. 7A :"OVERLOAD, SHORT CIRCUIT"

RED PILOT LIGHT
PART REQUIRED : PL3 - RED PILOT LIGHT
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OPTION No. 8 : NEMA/UL/CSA 12 ENCLOSURE

OPTION No. 8A : NEMA/UL/CSA 3/3R ENCLOSURE

(] OPTION No. 4 : ELAPSED TIME METER
PART REQUIRED : TT1 - ELAPSED TIME METER
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OPTION No. 9: NEMA/UL/CSA 4 ENCLOSURE

O o) 0| o

OPTION No. 10 : NEMA/UL/CSA 4X ENCLOSURE
304SST STAINLESS STEEL ENCLOSURE

[ ] OPTION No.5: "MOTOR RUN"

ALARM CONTACT
PART REQUIRED : AR1 - ALARM RELAY

NOTE: () :Terminal on alarm relay socket

L] OPTION No. 10A : NEMA/UL/CSA 4X ENCLOSURE
316SST STAINLESS STEEL ENCLOSURE

(] OPTION No. 11D : PRESSURE TRANSDUCER
0-600 PSI 316SST

[ ] OPTION No. 12: CE LISTING C/W EXTERNALLY
MOUNTED WETTED PARTS

(] OPTION No.6: "LOSS OF POWER"

ALARM RELAY
PART REQUIRED : AR2 - ALARM RELAY

NOTE: () :Terminal on alarm relay socket

Drawing for information only.
Manufacturer reserves the right to modify this drawing without notice.
For drawing for approval or installation, please contact manufacturer.

[ ] OPTION No. 13A: EXTERNALLY MOUNTED
WETTED PARTS

HELD CLOSED, OPEN WHEN L.O.P.

[ ] OPTION No. 14: EXPORT CRATING

[ ] OPTION No. 15: FRENCH LABELLING

[ ] OPTION No. 16: SPANISH LABELLING

(] OPTION No. 17 : LABELLING IN LANGUAGE

OTHER THAN ENGLISH, FRENCH OR SPANISH
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JOCKEY PUMP CONTROLLER
OPTIONS

Wiring schematic

MODEL : JP & JPY

BUILT TO UL 508A & CSA C22.2 No.14 STANDARDS.

[ ] OPTION No. 18 : AUDIBLE ALARM

PART REQUIRED : AB1 - ALARM BUZZER
CR1 - CONTROL RELAY

[ ] OPTION No. 24 : PUMP FAILURE VIA CURRENT
SENSING RELAY

FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER

10 PB1 - GREEN PUSH BUTTON 11
X CRI ] OPTION No. 25: LOW ZONE PUMP CONTROL
o2 o B 8! FUNCTION
SILENCE FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER
o ore, 1 ] OPTION No. 26 : MID ZONE PUMP CONTROL
CR1 FUNCTION
O—{ }—O FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER
] OPTION No. 19 : ANTI-CONDENSATION HEATER |1 OPTION No. 27 : HIGH ZONE PUMP CONTROL
& THERMOSTAT FUNCTION

PART REQUIRED : FU2 & FU3 - FUSES
H1 - SPACE HEATER

FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER

TH1 - THERMOSTAT
XTR2 - TRANSFORMER
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FU3 128
H1 H1 120VAC
131

H2 127

44 W - 120V

L] OPTION No. 20 : ANTI-CONDENSATION HEATER
& HUMIDISTAT
PART REQUIRED : FU2 & FU3 - FUSES

(] OPTION No. 28 : SELECTOR SWITCH IN AUTO
ALARM CONTACT

HAND OFF AUTO
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H1 - SPACE HEATER
HU1 - HUMIDISTAT
XTR2 - TRANSFORMER

o/ O/ O
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FU3 128  XTR2
120VA
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U1 H1
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44 W - 120V

L] OPTION No. 21: TROPICALIZATION

(] OPTION No. 29 : SELECTOR SWITCH IN OFF OR
HAND ALARM CONTACT

HAND OFF AUTO
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[ ] OPTION No. 22 : PHASE REVERSAL / FAILURE
PILOT LIGHT & ALARM CONTACTS

FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER

[ ] OPTION No. 23 : CONTROL POWER HEALTHY
PILOT LIGHT & ALARM CONTACTS

PART REQUIRED : PL2 - WHITE PILOT LIGHT
AR4 - ALARM RELAY
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[ ] OPTION No. 30 : MOTOR HEATER CIRCUIT

PART REQUIRED : FU4 & FU5 - FUSES
XTR3 - TRANSFORMER
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HELD CLOSED, OPEN WHEN NO POWER 1
HELD OPEN, CLOSES WHEN NO POWER

Drawing for information only.
Manufacturer reserves the right to modify this drawing without notice.
For drawing for approval or installation, please contact manufacturer.

[ ] OPTION No. 31: SERVICE ENTRANCE RATED

FOR WIRING SCHEMATIC PLEASE CONTACT MANUFACTURER
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