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- Controlador Estandard sin Pie de
Montaje.
- Opción si se Require el Pie de
Montaje.

Conexion de Agua - 1/2 " F.NPT

Ver Notas

22 1/8" [562]

23 5/8" [600]

27" [684]

Ø3/8" [Ø10] X4

28 7/8" [732]

9 5/8" [245]

8 5/8" [220]

1/2" [12]

27 1/2" [700]

2 7/8" [73]

23 3/8" [594]

10 7/8" [275]

13 1/8" [333]

4 1/2" [115] 7 1/8" [182]

23 5/8" [600]

6 7/8" [174]

13 1/8" [333]

7 7/8" [200]

20 1/4" [514]

Notas:

- Proteja el equipo contra residuos durente el taradraje.
- Giro de la puerta es igual al ancho de la misma.

- Utilisar solamente conectores impermeable para cableado.
- Se recomienda que pasar por el cable entre la placa inferior.

- Color estándar : rojo RAL 3002.
- Todas las dimensiones son en pulgadas [milimetros].

- Estándar:

- Centro de la pantalla del ViZiTouch: desde la base 20-1/4" [514] (sin pies).

5 1/2" [138]

1 1/4" [31]

3 1/4" [82]

20 1/2" [520]

MODELO:CONTROLADOR DE BOMBA
CONTRA INCENDIO A MOTOR DIESEL
12VCD O 24VCD NEGATIVO A TIERRA /S
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